




Model IPH10  with 
magnets, torsion 
spring and handle

WLL per 
pair 
in t

Order No.
A
Jaw 

B
in mm

C
in mm

D
in mm

E
in mm

F
in mm

G
in mm

H
in mm

J
in mm

K
in mm

Weight 
per pair 
in kg

Weight 
per piece 
in kg

2    IPH10 2 3522 0-60 117 16 - 22 109 256 110 20 40 11 5,5

3    IPH10  3 3523 0-60 117 20 - 26 109 266 120 20 48 15 7,5

4,5 IPH10 4,5 3524 0-60 132 25 - 30 104 280 130 20 48 21 10,5

6    IPH10 6 3525 0-60 143 25 - 36 123 320 130 20 48 26 13

9    IPH10   9 3526 0-60 157 30 - 43 133 330 140 25 62 37 18,5

12  IPH10 12 3527 0-60 172 30 - 47 141 353 150 25 62 43 21,5

Model IPH10  with 
magnets, torsion 
spring and handle

WLL per 
pair 
in t

Order No.
A
Jaw 

B
in mm

C
in mm

D
in mm

E
in mm

F
in mm

G
in mm

H
in mm

J
in mm

K
in mm

Weight 
per pair 
in kg

Weight 
per piece 
in kg

3    IPH10/J 3 3533 60-120 177 20 - 26 109 266 120 20 48 18 9

4,5 IPH10/J 4,5 3534 60-120 192 25 - 30 104 280 130 20 48 24 12

6    IPH10/J 6 3535 60-120 203 25 - 36 123 320 130 20 48 30 15

9    IPH10/J 9 3536 60-120 217 30 - 43 133 330 140 25 62 41 20,5

12  IPH10/J 12 3537 60-120 232 30 - 47 141 353 150 25 62 48 24

IPH10 horizontal transport of plates,

with pretension

IPH10 with 
magnets,  
torsion spring 
and handle

IPH10/E 
with handle

Dimensions and

weights equal to

IPH10 (left page)



Model
IPHNM10  

WLL per 
pair in t

Order 
No.

A
Jaw 

B
in mm

C
in mm

D
in mm

E
in mm

F
in mm

G
in mm

H
in mm

J
in mm

K
in mm

Weight 
per pair 
in kg

Weight 
per piece 
in kg

0,5 IPHNM10 0,5 3287 0-20 81 22 82 16 101 160 74 12 60 4 2

1 IPHNM10 1 3288 0-35 93 30 92 16 103 164 74 12 60 7 3,5

2 IPHNM10 2 3290 0-30 139 30 131 22 166 245 100 20 74 15 7,5

2 IPHNM10/J 2 3291 30-60 169 30 131 22 166 245 100 20 74 16 8

IPHNM10 Non marring, with pretension

When lifting materials which may not be damaged (such as aluminum, 
stainless steel, materials with a hard (impenetrable) surface, plastic 
materials, composite, coated -, painted- or very smooth materials, wood, 
natural rock, etc.), the non marring safety lifting clamps of Inter Product 
are a must.

The clamping plates as well as the bottom plate of this clamp are 
equipped with a synthetic material with a very high coefficient of friction. 
The protective parts of the clamp equipped with this synthetic material 
prevent fragile materials to incur any damage, and allows them to be 
transported safely and completely locked into position. 

The IPHNM10 is compact and user friendly. As there is no damaging to 
the material and therefore no follow up work is required, you can realize 
substantial cost reductions.

                                 IPHNM10

Complete series with great advantages

Both types of horizontal safety lifting clamps; the standard and non marring 
versions have been equipped with pretension and can be used for the transpor-
tation of non – sagging plates. Starting from 2t, the IPH10 series is equipped 
with magnets, a torsion spring and a handle. 

This means that one person can place multiple clamps without difficulty, 
resulting in considerable time and cost reductions, thus improving the efficiency 
of your entire production process.

The magnets and pretension features make the lifting clamps exceptionally 
user-friendly. 

Finally, due to the modification of the angle of the teeth it is easy to re-open 
the clamp after lifting.

Pursuing innovation, the driving force of IP.




